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2 ZS^S^^STT ! m f th ° f d to*04°ci*8 tubular membranes. In order to create a very inexpensive production 
S ^rCTaSZSr^f ^ membranes ' a tubu,ar ™nxber <H» i» formed from sevSnl threads (12) in 

2 long^tuZlSs^hue « ^J^J^XS?" t08 l Aei *^ — "*»« UneS < 14 > tha < « —Posed of 

O (14) in between s^d web tv« «„^T„! i ^ ^ 3 transversaI connection (16) between adjacent longitudinal threads 

84141 WCb " type connecttn e llnes (14), and a predefined membrane material (18) is applied to the tubular member (10). 
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— fc i_ i _ •* 0 •* f\ v _ Hers 1-1 erx von rohrformigen Membranen. Dadurch, dass ein 

Rohrkoiper (10) aus mehreren Faden (12) derart aufgebaut wird, dass endang von stegartigen Verbindungslinien (14) bestehend aus 
Langsfaden erne im wesenUichen feste Verkniipfung zumindest eines Teils der Faden (12) erfolgt, dass zwischen den stegartigen 
Verbindungslinien (14) zumindest ein Teil der Faden (12) die Querverbindung (16) zwischen den einander benachbarten Langsfaden 
(14) vomimmt, und dass ein vorgebbares Membranmaterial (18) auf den Rohrkorper (10) aufgebracht wild, ergibt sich ein sehr 
kostengunsuges Herstellverfahren, mil dem sich sehr hohe Ausstossraten an rohrformigen Membranen erhalten lassen. 



